_ Construction Entrance I)etaii

1 ﬂcu.ir.wl&-;lwmummmii u 2

TRl
TR

ZHE . = :
PROFAE  Iirgsss

Temporary Seeding Specification

FrY;] nt Pur A

1.3 PAMIUS U SRS (U RPN
~

Erosion and Sediment Notes .

A stone access drive for ingress and egress at the site
shal be installed. This drive shali be the only entrance
and exit to the site. The stone shall be underlain by
geo-textile fabric. '

Silt Fence |

All silt fence shall be installed prior to any earthwork:
activities at the site in-the locations shown on the site
plan as well as along the front of any lot that slopes
towards the street, ~ On' sites where a perimeter of
tempotary seeding (or pre-existing vegetation) cannot be
maintained due to limited space, a conp: plete perimeter of
silt fence shall be established. - ,

Temporary Seeding/soil stabilization

Disturbed areas of the Site that are to remain idle for -
more. than twenty-one (21) days shall be sceded and
straw mulched (or similar) within seven (7) days of
completion of initisl - grading; this includes soil
stockpiles. Temporary seeding and mulching of a thisty =

(30) foot srip of the entire front side and any-other |
down-gradient side of the lot shall be maintained on the -

site once initial grading is complete.

Stabilization of critical areas within fifty (50) feetof any
stream or wetland shatl be-complete within two (2) days -
of the disturbance if the site is to rgmnmasuvefor P

longer than fourteen (14) days.

Following completion of the construction activities, and |

the contractor leaving the site, the site soils mustbe fully

other acceptable provess).
Strav-mulch shall be applied at a ratciof 1 bale per every

stabilized by temporaty seeding anjdlor-?mulching_ {or -

ten (10) feet of curb, at a width of thirty (30) feet (or 1 -

* bail/300 sq/f). Wood chips may also be used but must

_ thirty-foot width and sust be accompanied by a-properly

be spread at-a minimum depth of four inches over the

. Jnlt protetion shall be constucied before ho sorm drin

excavated completely to a-depth of at least 1B inches. The 2-

by-4 inch posts shall be driven 1 foot juto the ground and the -

top portion of the 2-by-4 inch frame assembled vsing the
overlap joint shown (see diagran on back). “The top of the
frame shall be 6 inches below grade of adjacent road if

d water would pose a safely hazard to waffic.
Geotextile ‘shall have an equivalent iopening size of 20-40

sieve and resistant to sunlight. It shall be stretched tightly -

ly. It shali be extended

from the top of the frame to 18 inches: below the inlet notch

elevation. The geotextile shail overlap across one side of the -

inlet 80 the ends of the cloth are nét fastened to the same

post.

Maintenance - : o
The coritractor shall inspect the ierosion and sediment
controls every seven (7) days or within 24 hours of a 0.5" or
greater rainfall event. ; . :

Note: _
All erosion and sediment control

The Ohio Department of Natural Resources “Rainwater and .

Land Development Manual”.
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[ THE UNDERSIGNED HEREBY CERTIFY THAT THE TOPOGRAPHY SHOWN 5
HEREON, INDICATED BY 1 FOOT CONTOURS AND ELEVATIONS, REPRESENTS
AN ACTUAL FIELD TOPOGRAPHIC SURVEY MADE BY ME ON APRIL 10,2012

AND THAT THE ELEVATIONS WERE TAKEN AT APPROPRIATE INTERVALS AND C

THAT AS OF THAT DATE THEY EXISTED AS INDICATED HEREON."
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 KNOWN AS BEING PART OF LOT 2, TRACT 4

~ INRANGE 6, TOWNSHIP 12 OF THE

' CONNECTICUT WESTERN RESERVE

 TOWNSHIP OF MADISON

 COUNTY OF LAKE - STATE OF OHIO

\RY STONE TO BE INSTALLED AT

 DRIVEWAY El NCE

' WATER CONECTIONIS TO BE VERIFIED AT

- TIME OF CONSTRUCTION.

. $PLASHBLOCKS ARE TO BE INSTALLED AT

. ALL DOWNSPOUTS.
 EXISTING SEPTIC SYSTEM TO BE USED.
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